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Expert of barcode scanning solution

CANMAX is a Taiwan based professional barcode scanner designer & manufacturer.
Half of our business is for ODM projects for barcode reading system like : Kiosk,
Vending machine, medial system, ticket system, POS ......ete.

We are proud of our technical support and good product quality.

USB HID, LISB COM, R5232

R52132 ,USB-COM, USB-HID

EAN-8, EAN-13, UPC-A, UPC-E, EAN/UPC Add-on, Code-39, Code-32,
Codabar /Nw7, UCC/EAN,Code-128,Industrial- 25, Interleaved 25,
Martix-25, , MSI/Plessey, RSS ( G51Databar )

1D : EAN/UPC. RSS(GS1 databar). Code 39, Code 128, UCC/EAN 128. ISEN.
ISET.Interleaved, Matrix, Indnzirial and Standard 2 of 5, Codabar, Code
93 /93i, Code 11, M5, Plessey, Telepen, Poctal Codes, GS1 databar

2D : Codablock A, Codablodk F, PDF417, MicroPDF417, Aztec Code, Data
Matrix,MaxiCode, QR Code, Chinese Scnsible(Ian Kin) code

Fostal Codes: Australian Post. British Post, Canadian Post, China Post,
Japanese PostKorea Post, Netherlands Post, Planet Code, Postnet

Linear C(D lmage Sensor, 630nm Red LED LAMP

640 x 480 pixels

4mil { Code 39, 9 digits, PC5: 0.9)

Upto03

Up to 0.3 Minimum : Sem / 1.97in { Code 39, 15 6mil )
50mm-—250mm Maximum : 25¢m / 9.84in [ Code 39, 15.6mil )
250 scan/sec 30 frames per second

46.2 (W) x 27.9 (H] x 69.8 (L) mm - without stand 69.8(L) x 46.2(W) x 27.9(H) mm

BOg [ without cahle & stand ) 135g [ with USB cable )

1.8m straight type 1.8m straizht type

5V +35% 5V 5%

Working: 65~75mA under

Stand by: Sul [ 0.005mA ) STkt

Operation : 0~50"C

Storage : -20~70°C oo Jane il =
20 -95%RH FCC & CE Class B, VCCI

R5232 , USB-COM , USB-HID

R5232 , USB-COM, USB-HID

1D: EAN/UPC, RSS(GS1 databar), Code 39, Code 128, UCC/EAN 128, 1SBN,
ISET, Interleaved, Matrix, Industrial and Standard 2 of 5, Codabar, Code
93/93i, Code 11, MSL Flessey, Telepen, Postal Codes, 651 databar

2D: Codablock A, CodablockF, PDF417, MicroPDF417, Aztec Code, Data
Matrix. MaxiCode, QR Code, Chinese Sensible(Han Xin) code

Postal Codes: Anstralian Post. British Post. Canadian Post. China Post.
Japanes= Post, Korea Post, Netherlands Post, Planet Code, Postnet

1D : EAN/UPC, RSS, Code 39, Code 128, UCC/EAN 128, ISBN, ISBT,
Interleaved, Matrix, Codabar, Industrial and Standard 2 of 5, Code
93 /934, Code 11, MSI Plessey, Telepen, Postal Codes

2D : Data Matrix, PFDF417, Micro FDF 417, Maxicode, QR Code,
Aztec, EAN, UCC composite, OCR A, OCR B [ MRZ code } , E13B |
MICR)

White LED illumination; Red LED dot aimer White LED illumination, 650nm high-visibility laser{class 2 lager
540 x 480 pixcls CMODS 844 x640 pixels
Up to 03 Upto 03

Minimum : S5em / 1.97in ( Code 39, 15.6mil )
Maximum : 25cm / 9.84in ( Code 29, 15.6mil )

Minimum Distance : 5cm /1.97in ( Code 39, PSC 0.9, 15.6mil )
Marimum Distance : 25¢m / 9.84in [ Code 39, PSC 0.9, 15.6mil )

30 frames per second G0 frames per second

120 (L) x 88 (W) x 269 (H) mm 69.8(L) x 46.2(W) x 27.9(H) mm o
416g [ with USB cable ) 140.5g ( without cable ) ']
5V 5% 5V 505 L
L8m straight type 1m straight type L |

= o Operation: -25~50 °C [ -13 to 122°F) b
AEEEA Storage: -40-70 °C (40 to 158°F) 4
Up to 95% RH 5% 95%RH r

USB HID, R§232, USB COM

USE, R§232, PS;/2

EAN-8, EAN-13, (JAN ) UPC-A, UPC-E, EAN,/UPC Add-on, Code-39,
Code-32, Code 93, Code 11, Codabar/Nw7, UCC/EAN/Code-

128, Industrial-25, Interleaved-25, Martix-25, MSI/Plessey, GS1
data bar(RSS14, RSS14 Limited, RS514 Stacked, RSS Expansion,
RSS Expansion Stack] , G51-128

1D: Codabar, Code 11, Code 128, Code 39, Code 93 and 93i,
EAN/JAN-13, EAN/JAN 8, IATA Code 2 of 5, Interleaved 2 of 5,
Matrix 7 of 5, MS1, GS1 Datahar, UPC-A, UPC-E

2D : Codablock A, Codablock F, PDF417, MicroPDF417, Aztec Code,
Data Matrix, MaxICode, QR Code, Chinese Sensible(Han Xin) code
Postal Codes: Australian Post, British Post, Canadian Post, China
Post, [apanese Post, Korea Post, Netherlands Post, Planet Code,
Postnet

Storage = 20 ~950GRH

2300 pixels CCD Linear Image sensor, 630nm Red LED Lamp CMDS sensor, White LED illumination ; Red LED dot aimer
4mil 640 x 480 pixels
0.3 Upto0.3
T ; Minimum : Sem / 1.97in ( Code 39, 15.6mil)
0-120mm (PC5=0.9, 15.6mil) Maxi : 25¢m / 9.84in [ Code 39, 15.6mil )
100 scans/sec 30 frames per second
590.9x1590.2x 16.55 mm 182.9(1) x 71.9(w]) x 68(H) mm
NO UV LED : 60g / UVLED : 61.5g 125g ( without cable )
2.0m straight type or coil cable for micro USB ) 1.8m straizht type
DC 5V,+-5% ;- —— DCSV+5%
Operation : 0-50 °C -
Storage : -20~70°C ot
Dperation : 20~95%RH Up to 959 RH

FCC /CE/VCCI & Class B

FCC & CE Class B, VCCI

All specifications are subject to modification without notice




R5232 TTL, USB HID, USB COM

R5232 TTL Level

EAN-8, EAN-13, UPC-A, UPC-E, EAN,/UPC Add-on, Code-39, Code-32,
UCC/EAN/Code-128,Industrial-25, Interleaved-25, Martix-25,
Codabar /Nw7, M5I/Flessey, R55 [ G51 Databar) , Code 93

EAN-8, EAN-13, UPC-A, UPC-E, EAN/UPC add-on, Code-30, Code-32,
UCC/EAN /Code-128, Industrial-25, Interleave-25, Martix-25,
Codabar /W7, M5I/Plessey

Linear CCD image sensor, 630nm Red LED Lamp

Linear CCD image sensor, 630nm Red LED Lamp

+mil (code 39) Min. 0.12 7mm (5mil)

Up to 0.3 Up to 0.45

50-250mm [15.6mil, PC5=0.9) 40-160mm [ 0.39mm 15.6mil , PC5 0.9 )
200 scans fsec 100 scans/zec

22.3mm x 23.7mm x12.3mm 23.7Lx255W x 12.7H (mm )

14.4¢ 20g

DC 3.3+5% / DC5V+5% DC 5V +5%

Working: 80 mA — 100 mA
Stand by: 20 mA ~ 22 mA LN

Woaorking: $40-45mA
Stand by: Z0uA (0.02mA)

-10°C- 50°C B 0-50°C
10%-00% RH A 2004-0506RH
FCC, CE Class A, VCCI FCC Class A and CE ( pending)

RS232 TTL, USB HID, USE COM

USB HID, USE COM, RS232 TTL

EAN-B, EAN-13, UPC-A, UPC-E, EAN/UPC Add-on, Code-39, Code-32,
UCC/EAN/Code-128,Industrial-25, Interleaved-25, Martix-25,
Codabar /Nw7, MSI/Plessey, RSS [ GS1 Datahar) , Code 93

1D : EAN-8, EAN-13, UPC-A, UPC-E, EAN/UPC Add-on, Code-39,
Code-32, Codabar/Nw7, UCC/EAN/Code-128,Industrial-25,
Interleaved-25, Martix-25, ,MSI/Flessey,GS1 data bar

2D : Stacked : Codablock A, CodablockF, PDF417, MicroPDF117,
Mairix, Aztec code, data Matrix, MaxiCode, QR code, Chinese
Sensible [ Han Xin ) Code, Postal Codes

Linear CMO5 Image Sensor, 620mm Red LED Lamp

CMOS 640 x 480 pixcls, White LED ill and Red dot aimer

4mil (code 39) Smil [ Code 39)

Up to 0.3 Upto 0.3

40-240mm (15.6mil, PCS=0.9) 50-250mm [ 15.6mil )

200 scans/sec 30 frames per second

Z24mm (W) x 1Zmm (D) x 7Tmm({H) 20x26x12[WxLxD)mm
2.0 8g

DC 3.325% / DC5V=5% DC 3.325% / DC 5V=5%

Working: 110mA under
Stand by: 60~200uA

‘Working: 300mA under
Stand by: 200ui

Operation : -10--40°C

LR Storage : -40~60 °C

0% - 90% RH To 95% relative humidity(40°C)
FCC,CE Class B / VCCI FCC, CEClass B / VCCI

22 hits CPII TSR HID, USE COM, RS232 TTL
USB-COM

Code 39, INT 25, Industrial 2 of 5, Matrix 2 of 5, Codabar{NW7),
Code 93, Code 128 EAN 128, JAN/EAN/ UPC and fully RSS code(GS51

1D ; EAN-8, EAN-13, UPC A, UPC.E, EAN/UPC Add-on, Code-39,
Code-32, Codabar/Nw7, UCC/EAN/Code-128,Industrial-25,
Interleaved-Z3, Martix-25, ,MSl/Flessey,GS1 data bar

Databar)
o = 2D : Stacked : Codablock A, CodablockF, PDF417, MicroPDF417,
20w hllle laves diole Matrix, Aztec code, data Matrix, MaxiCode, QR code, Chinese
P : Sensible [ Han Xin ) Code, Postal Codes
100 scans/sec
IME (32752 pes bareodes ) CMOS 640 x 480 pixels, Red LED (625210nm)
Quartz RTC, Tine & Date programmable >4mil
Rechargeable Li-pol barrer ( 3.7V, 520mAh ) charging viaUSB 25%
3000 scans R o
3 LEDs, 1 LED 2 colors {green or orange) for good read or ¥ SIS i)
full, 1 LED (red) for low battery, 1 LED (blue) for wireless 30 frames per second
i in-line status 22(W) x 51.9(L) x 14.9(H)mm
Buzzer can be dizable ar enable by program 0.6g ( without battery) 19.1g ( with battery )
Vibartion can be disable or enable by progs . DC 3.3V=5%
68x37x22(LxWxH) mm
3 . -
-0°C - 50°C i 20T to 60T (4 Fto140" F)
504 to 9504 (non-condensing )
FCC, CE, ROHS — o
32 bits CFU USE COM , USB HID

Code 39, INT 25, Industrial 2 of 5, Matrix 2 of 5,
Codabar(NW7),Code 93, Code 128,EAN 128, JAN/EAN; UPC and
fully RSS code, (651 Databar )

1D : EAN/UPC, RS5(G51 databar), Code 39, Code 128, UCC/EAN 128, ISEN,
ISBT, | d, Matrix, Indh ial and dard 2 of 5, Codabar, Code
93/93i, Code 11, MSI, Plessey, Telepen, Postal Codes, G51 databar

ZD : Codablock A, Codablock F, PDF417, MicToFDF417, Aztec Code, Data
Matrix, MaxiCode, QR Code, Chinese Sensible[Han Xin) code

Postal Codes : Australian Post, Eritish Post, Canadian Post, China Post,
Japanese PostKorea Post, Netherlands Post, Planet Code, Postnet

Linear CCD Image Sensor, 630nm Red LED LAMP 640 x 480 pixeis

0.3 Upto0.3

50mm-250mm Minimum : 5em / 1.07in ( Code 30, 15.6mil )
100 scan/sec Maximum : 25¢m / 9.84in [ Code 39, 15.6mil }
4MB ( 131008 pes barcode, ealculated by EAN13 ) 30 frames per second
Rechargeable Li-polymer battery pack..(3.7V, 420mAH) Bluetooth Class I, outdoor 100M . support SPP, HID profile and i0S
[LxWxH)39x 40x 17.5 mm 135 (L) = 41 (W)= 29.9 (H)mm

75g = e, 87g

90mA i _ & g Under 400mA ( operation )

Dperation: -10 - 40°C \ = 25mA ( standby ) o e
Storage: 40 — 70°C -_ - Operation: -10 ~ +0°C p—
10%-90%RH "’,

Windows XP /2000 / Vista / Win7, Win8, Win10

S i —
Up to 95% RH

FCC | CE [ RoHS approved, VCCI, Telec

FCC & CE Clas= B, VCCI

Efficiency for work

All specifications are subject to modification without notice

CANMAX Technology Ltd.

7F., No. 183,5Secion1, Tatung Road, His Chih 22145, Taipei Hsien, Taiwan, R.O.C.




