
 

Authorized Partner of Hira Ferro Alloys Limited, Raipur 

 

PRODUCT SPECIFICATION 

 

SPECIFICATIONS OF FERRO MANGANESE SLAG 

MNO%  30-32% 

SIZE  6-100 MM / 10-100 MM (90% Min.) 

 

SPECIFICATIONS OF HIGH CARBON SILICO MANGANESE. 

SPECIFICATIONS 
(CHEMICAL) 

  HC SiMn 
60:14 

HC SiMn 
60:15 

MN  60% min. 60% min. 

SI  14% Min 15% Min 

C  2.5% Max 2% Max 

P  0.35% max 0.35% max 

S  0.05%   

SIZE  10-150 mm (90% Min.) or as per Buyer's requirement 

 

 

 

  
SPECIFICATIONS OF HIGH CARBON FERRO MANGANESE 

SPECIFICATIONS 
(CHEMICAL) 

  HC FeMn 
70% 

HC FeMn 
75% 

HC FeMn 
76% 

MN  70% min 75% min 76% min 

SI  1.5% max 1.5% max 1.2% max 

C  6-8% 6-8% 6-8% 

P  0.35% max 0.20% Max / 0.25% Max 0.20% Max / 0.25% Max 

S  0.05%     

SIZE  10-150 mm (90% Min.) or as per Buyer's requirement 
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SPECIFICATIONS OF MEDIUM CARBON FERRO MANGANESE 

SPECIFICATIONS 
(CHEMICAL) 

        

MN  70% Min., 75% Min., 78% Min. 

SI  1.5% Max. / 1% Max in 78% Mn 

C  1.% Max., 1.5% Max., 2% Max 

P  0.35% Max. in 70% Mn, Rest 0.25% Max & 0.20% Max     

S  0.03% Max in All grade 

SIZE  10-50 mm (90% Min.) or as per Buyer's requirement 

 

SPECIFICATIONS OF LOW CARBON FERRO MANGANESE 

SPECIFICATIONS 
(CHEMICAL) 

    

MN  70%-75% 
75%-80%  
80%-85%   
85% & Above 

SI  1% Max. 

C UPTO  0.55% 
0.56 to 0.62%  
0.63 to 0.71%   
0.72 to 0.80%  
0.81 to 0.91%  
above 0.91%  

P  0.10% Max. 

S  Negligible 

SIZE  10-50 mm (90% Min.) or as per Buyer's requirement 
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SPECIFICATIONS OF HIGH CARBON FERRO CHROME 

SPECIFICATIONS 
(CHEMICAL) 

        

CR  60.0%min 

SI  4.0% max 

C  8.5% max 

P  0.04% max   

S  0.05% max 

SIZE  25 to 150 mm( 90% min ) 

 

 

 


