
 40W PARK / ROAD / GARDEN LUMINAIRE

Light distribution

curve

OSRAM High Power LED

CRI ≥ %70, CCT : 3000-6500K

LED Type & Brand

     I

Color Temperature

Optical Structure

FWHM

LED Quantity

100-240 VAC & 50/60Hz

cosØ ≥ 0,95

Voltage / Frequency

Power Factor

Power (W)

Luminous Flux (lm)

Light Distribution Curve

40W

4600 lm

I

120° Symmetrical light distribution

Park optics-Polycarbonate diffuser

12 pcs

PARK 40W 



 40W PARK / ROAD / GARDEN LUMINAIRE

STRUCTURAL FEATURES

Dimensions  in mm 455x95mm

Grounding continuity Class 1 - Grounding must be done!!

Housing
 Aluminum extrusion housing and Injection casting, Angle 

adjustable console

Refractor IP66 / Polycarbonate  

Housing Paint Polyester electrostatic oven paint - RAL 9006

Standard TSE 8700 EN 60598-2-3 & 60598-1

-25C / +50C 

IK Index IK 09

IP Protection IP 66

Waight 3,5 kg

Working temperature

3 - 6 mt Luminaire application height

Application Road,, Street, Park, Garden, Area, Walkway  Lighting

Pole connection type Horizantal and vertical monting - Adjustable type consol

Bracket max.dia. Max. 50 mm
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