Family of
pPH Meters

Simplicity in Design

pH meters from HANNA are affordable
solutions for laboratory testingwithout
compromising accuracy.
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pH Pocket Testers

HI98129 (Combo)- HI98130 (Combo)
pH/EC/TDS Testers

« Waterproof

* Auto Calibration: pH upto 2 point, Conductivity 1 point
+ Automatic Temperature Compensation (0.0 to 60.0°C)
+ Stability indicator

+ HOLD button

+ BEPS (Battery Error Prevention System)

« Battery % level at startup

+ Low Battery Indicator

« Automatic Shut-Off after 8 min.

HI98127 (pHep®4) - HI98128 (pHep®5)

pH and Temperature Testers

« Waterprooft

+ Auto Calibration: pH upto 2 point

+ Automatic Temperature Compensation
« Stability indicator

« HOLD button

+ BEPS (Battery Error Prevention System)
« Battery % level at startup

+ Low Battery Indicator

+ Automatic Shut-0ff after 8min.

+ Removeable pH Electrode

Specifications HI98129 HI98130

pH | Range 0.00to0 14.00 pH 0.00 to 14.00 pH Specifications HI98127 HI98128

EC | Range Oto 3999 pS/icm 0.00 to 20.00 mSicm pH Range |-2.0tol6.0pH -2.00 to 16.00 pH
TDS| Range | Oto2000ma/L (ppm) | 0.00 ta 10.00 o/L (ppt) Temp| Range | -5.0t0 60.0°C -5.0t0560.0°C
HI98107 pHep® - HI98108 pHep+ HI98118

pHep pH Testers GroLine pH Tester

« Waterproof
« Auto Calibration: pH upto 2 point
« Extractable cloth junction to extend pH electrode life

+ Built in temperature sensor for Automatic Temperature
Comp ated measu 1s.

« Automatic one or two-point calibration

« For Hydroponic nutrient solution

« Waterproof

« Auto Calibration: pH upto 2 point

« Extractable clothjunction to extend pH electrode life

« Quick calibration mode using Hanna Quick Cal pH/EC
calibration solution

« Stability indicator « Two-button operation GlinBrie
« Low battery indicator pH
« Two-Button operation
Specifications HI98107 HI9B108 Specifications HI98118 Vit
pH |Range |0.0t014.0pH 0.00 to 14.00 pH pH Range 0.00 to 14.00 pH
Temp| Range | 0.0t050.0°C 0,00 50.0°C Temp | Range 0.0to 50.0°C/32.0 to 122.0°F
HI98120 - HI98121 HI98201
pH/ORP and ORP Testers ORP Testers mV

« Automatic one o two-polint pH calibration (HI198121)
« Waterproof

« Automatic Temperature Compensation (HI98121)

« HOLD teature

« Battery indicator

Specifications HI98120 HI98121

pH |Range |- -2,001216,00 pH
ORP |Range | £ 1000 mV +1000mV

TDS |Range | -5.01060.0°C -5,0t060,0°C

« Extractable junction
* 700-Hour battery life
« platinum electrode

« Factory Callbrated

Specifications HI198201

ORP

Range ‘ +999 my
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pH Benchtop Meters
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Hl2202
edge®blu

First pH meter in the world witha
Bluetooth® Smart pH electrode

« Two USB ports, Datalogging, GLP, CAL Check™
+ Utilizes Bluetooth® Smart technology

* Accuracy £0.002 pH for 0.001 pH resolution;
+0.01 for 0.01 resolution

* Five-point calibration

Specifications edge®blu

pH Range | -2.00 to 16.00 pH; -2.000 to 16.000 pHt

Temp Range -20.0 to 120.0°C; -4.0 to 248.0°F

GETITON

P> Google Play

L # Download on the

¢ App Store

Hanna Lab App

The Hanna Lab application converts a tablet or a Compatible
smartphone in a complete pH meter when used with a HALO pH
electrode with technology Bluetooth® Smart. Its functions
include calibration, Measurement, data recording, recording and
sharing data. The measurement and recording of pH and T * data
o one second intervals begins as soon as it connect the electrode.
The graph can be displaced and increased with the device'szoom
technology Smart for a better appreciation.
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Specifications Hanna Lab App
Range -2,000 0 16,000 pH; £ 800 mV; -20.0to 120.0°C
Resolution 0.1;0,01;000LpH; L 0.1mV;0.1°C

Accuracy (@25°C) | +0.005pH: £ 0.3 mV: + 0.5°C(+1.0°F)

Calibration Points Up to five calibration point with seven buffers of standard pH

(1.68, 3.00 0r 4.01,6.86,7.01, 9.18 10.01, 12.45)

Automatic from-5.0 to 100.0 °C

Temperaturge

HI2020
edgepH s EC= DO

« Thin lightweight design

« Large easy to read LCD

+ Capacitive touchbuttons

+ Long battery life

¢ Clear full text messages

+ Can beused as |ab meter oron field

« Wall mount

* Two USB ports .. Datalogging. GLP. CAL Check™
+ USB flash drive support

Specifications H12020

pH Range | -2.00 to 16.00 pH;-2.000 to 16.000 pHt

Temp Range -20.0 to 120.0°C; -4.0 to 248.0°F

HI11102

HALO pH Electrode
with Bluetooth® Smart technology

HALO ™ electrodes are compatible with edge blu
(H12202) and with the Hanna Lab App.

« Integrated T° sensor

« 500 hours of battary

+ 10 meters of reach

= Saves calibration information
« Connection via 1 button only

+ The battery information and electrode status is
always available on screen through the Hanna Lab App

|
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Specifications | HI11312 Hi11102 H112302 HI12922
Reference Doble, Ag/AgCl | Double, Ag/AgCl | Double, Ag/ Aagll| Double, Ag / AgCl
Junction Ceramics Ceramics Ceramics Ceramics
Electrolyte KC13.5M Gel Gel KCI3.5M

Range 0.00a13.00pH| 0.00 to 12.00pH | 0.00 10 12.00 pH | 0.00 to 12.00 pH
Tip / Shape Spherical 12mm| Spherical 12mm | Conical 12mm Conical 12mm
Material Glass Glass Plastic PEI Glass
Temperature | -5.0a80.0°C -50t080.0°C |-5.0t700°C |-50t70.0°C

HI2002
edge®pH

* Resolution selectable from 0.01 and 0.001 pH

e Accuracy +0,002 pH for 0.001 pH resolution:
+0.01 for 0.01 resolution

+ Data logging

» Automatic Temperature Compensation (ATC)
+ CAL Check™ Indicators

» Sensor Check™ Indicators

* GLPdata

* Five-point calibration

Specifications Hlzo02

pH Range | -2.00 to16.00 pH;-2.000 to 16.000 pHt

mVpH | Range | +1000mV

ORP Range 12000 mY

Temp Range -20.0 to 120.0°C; -4.0 to 248.0°F




pH Benchtop Meters
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HI5221 - HI5222

Research Grade Meter
pH/ORP/ISE and Temperature

« Capacitive touch keypad
s CALCheck™

~Alerts users of calibration status
+ Five-point calibration
»Five-point pH and ISE (HI5222 only) calibration
+ Logging
~Large log memory with different logging methods

« Provided methods (HI5222)
~|SE incremental methods

= Multiple input channels
~(HI5222) pH/ORP/ISE and temperature

* GLP Function
« PC Connectivity via USB
+ Logging (100,000 record ) with selectable modes

Specifications HI5221- HI5222

pH Range -2.0ta 20,0 pH; -2.00 to 20.00; - 2.000 to 20.000 pH
Tamp Ranga +2000 mV

Temp Range -20.0t0 120°C: -4.0 tn 248.0°F; 253.1510 393.15K
ISE (HI5222) Range 1x10-6109.99 x 1010 concentration

HI2209 - HI22091
pH Benchtop Meters

with Manual Temperature
Compensation and Analog Output

Hil22
pH Benchtop Meter

with Built-in Printer

« CAL Check™

« Automatic Calibration

« Temperaturs Compensation
« GLP Data

« Data Logging

« Data Transfer

* ManualpH calibration

* Manual temperature compensation (MTC)
= Analog output (HI22091 only)

« mV range

= Large LCD

* Built-in solution holders

Specifications HIlz22
pH Range -2.00 to 16.00 pH; -2.000 to 16.000 pH Specifications HI2209 - HI22091
my Range +900.9; £2000 mV pH Range 0.00to0 14.00 pH
Temp Range -20.0to 120.0°C mV Range +1000 mV
HI2221
Benchtop pH/mV Meter
with CAL Check

s CALCheck™

« Automatic Calibration
* GLP Data

+ HI1131P pHElectrode
« my/ mode

« Data Logging

« Data Transfer

Specifications Hi2zz21
PH Range -2.00 to 16.00 pH
my/ Range 1699.9 mV; 22000 mV

Temp Range -20.0 to 120.0°C




pH Monitors

HI991401 (pH Gro'Chek)

HI1981401N (Gro'Chek pH)
pH and Temperature Monitor

pH Monitor

« Automatic Temperature Compensation (ATC)

« HOLD button to freeze readings on the display
» Waterproof

+ Backlit, graphic LCD display

+ Calibration: automatic, one or two points

+ Automatic buffer selection

+ Walimount easy to install

+ Water resistant housing

+ IP54 Protection

« Calibration :manual, two points

+ Supplied with PE| body pH electrode

Specifications H1991401 (pH Gro'Chek)

pH Range | 0.0to14.0pH Specifications HI981401N @A
Lor

Temp Range 0.0to 60.0°C pH ‘ Range ‘ 0.0t 14.0 pH

HI1981402 (Pronto pH)
pH Monitor

HI991404 - HI991405
pH/EC/TDS and Temperature Monitors

* Waterproof

» LED indicators

+ Alarm set point between 3to 11 pH

« Calibration: manual, one or two points
+ Wallmount easy to install

+ Suitable for outdoor installation

+ HOLD button to freeze readingson the display
« Waterproof
« Automatic temperature compensation (ATC)

Specifications HI1991404 HI991405 4
pH Range 0.0to 14.0pH 0.0to14.0pH L
EC Range 0t0 3999 uS/cm 0.00 to 20.00 mSfcm
Specifications HI981402 (Pronto pH) TDS Range |  Oto2000mg/L (ppm) 000 to10.00g/L (ppt)
pH ‘ Range ‘ 0.0t0 14.0 pH Temp | Range | 0.0t60.0°C 0.0 to 60.0°C
HISB81420-01
GrolLine Monitor for Hydroponic Nutrients
+ 3sensors combined in a single rugged probe body : pH electrode with renewable cloth
junction, amperometric EC/TDS sensor, and an internal temperature sensor for temperature
« IPG5 rated enclosure: designed to withstand harsh grow environments .
« Wide pH Range: measure pH from 0.00 10 14.00 pH 1
 Selectable EC to TDS/ppm conversion factor: choice of either a 0.5or 0.7 conversion factor o |
+ Automatic Temperature Compensation: all readings are compensated for variations in )
temperature, temperature displayed in oC or oF along with pH, EC or TD5 reading

« Large LCD with plant-friendly green backiighting: LCD can display all three essential
hydroponic nutrient measurements at one time, a 3-second cycle of single measurements, or a
real-time graph screen with options for measurement selection and log recall

« Data logaging for 30 days: logs every 15 minutes for last 30 days, stores min, max, and average values
« Data transfer: USB-C port for easy data transfer to memory stick or PC

« High and low alarms: warns when your nutrient solution|s out of desired range by Tlashing display
and message

« Ambient light sensor: for automatic LCD dimming

Specifications H1981420-01 A |

pH Range |  0.00 to 14.00 pH, 0.0 to 14.0 pH vy 6

EC Range | 0.00 to 10.00 mS/cm GroBine Monilo

TDS Range 0to 5000 ppm (0.5TDS Factor)*
0107000 ppm (0.7 TDS Factor)*

Temp Range 0.0t 60.0°C




pH Portable Meters

HI98190 - HI98191

Professional Waterproof Meter
pH/ORP/ISE

« IP67 rated waterproof

* CAL Check™

« Automatic or manual temperature compensation
+ Five-point calibration

« Approximately 200 hour battery life

« Clear display

* AutoHold

+ Calibration timeout

= PC Connectivity

* GLP

« Intuitive keypad

= Each meteris supplied complete with sensor

Specifications H198190 - HI98191

pH Range | -2.0t020.0 pH; -2.00t020.00 pH:-2.000 to 20.000 pH
my Range | +2000mV
Temp Range | -20.0t0120.0°C

ISE (HI98191) | Range from 1.00 E-7 to 9.99 E** concentration

HIB424
General Purpase pH/mV Meter

« Automatic Temperature Compensation (ATC)

» Waterproof

- Compact, heavy-duty, and waterproof protected casing
« Two-point calibration

-+ Automatic one or two-point calibration

» Hold

+ HOLD function

« Battery indicator
- Low battery indicator

Specifications Hi8424

pH Range | -2.00to16.00pH

m\V Range +699.9 mV; £1999 mV
Temp Range -20.0t0 120.0°C

HIS126
Portable pH/mV Meter

* CAL Check™
- Alerts users of calibration status

« Backlight
- Backlit, multi-level LCD display

« Battery Error Prevention System (BEPS)

+ Automatically shuts off meter when battery is
too low to take accurate readings

+ Battery indicator

- Battery percantage displayed on startup

« Help feature
 Tutorial messages displayed on LCD

Specifications HI9126

pH Range -2.00t016.00 pH

my Range +6089.9 mV; £1999mV
Temp Range -20.0to120.0°C

HI991001 - HI991002 - HI991003
pH/pH-mV/ORP and Temp Meters

« Sensor Check™ (H1991003)
- Allows users to check the pH electrode status at any time

« Automatic Temperature Compensation (ATC)
« Two-point callbration
« Battery Error Prevention System (BEPS)

« Waterproof

 Compact, heavy-duty, and waterproof protected casing
« Battery life indicator

 Battery percentage displayed on startup

» HELP feature
« Tutorial messages displayed on LCD

Specifications H1991001 HI991002 H1891003
pH Range -2.00to 16.00 pH
mV Range - +1989mV +1999 mV

pHmV | Range | - = +825 mV (pH-mV)

Temp Range -5,0 10 105,0°C

HI99121:HI99131 - HI99141 - HI99171
Application Specific pH Meter

+ Automatic Temperature Compensation (ATC)
+ Two-point calibration

« Battery Error Prevention System (BEPS)

« Waterproof, compact, heavy-duty casing

« Battery life indicator

* Help feature

HI99121 : Direct Soll pH Meter
HI199131 : Portable pH Meter - for Plating Baths oo
HI99141 : Portable pH Meter - for Boiler and Cocling Towers

HI99171 : Portable pH Meter - for Leather and Paper

HI 99171
B metes

Specifications H199121- HI99131 - HI99141 - HI99171

pH Range | -2.00t016.00pH

Temp Range | -5.0t0105.0°C

HI98161 - HI98162 - HI98163 - HI98164 - HI98165
Foodcare Professional Portable pH Meters

« Waterproof IP67 rated rugged enclosure

* CAL Check™, Auto hoid

« Automatic or manual temperature compensation
« Five-paoint calibration

« Approximately 200 hour battery life

* PCconnectivity . GLP  Foodca
« Each meter supplied with Food Care pH electrode e e o
HI98161: pHf Temperature Meter - for Food o A =
HI98162: pH/ Temperature Meter - for Milk T ¥ =
HI98163: pH/ Temperature Meter - for Meat o ein e
HI9816G4 : pH/ Temperature Meter - for Yogurt M am oo

HI98165: pH/ Temperature Meter - for Cheese —

Specifications HI98161 - HI98162 - HI9B163 - HI98164 - HI98165

pH Range | -2.0to20.0 pH;-2.00 to 20.00 pH;-2.000 to 20.000 pH

Temp Range | -20.0t0120.0°C




pH Portable Meters & Electrode
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HI99111 - HI99151 - HI99162 - HI99163
HI99164 - HI99165 - HI99181 - HI99192
Food Testing pH Meters

+ Automatic Temperature Compensation (ATC)

+ Two-point calibration

« Battery Error Prevention System (BEPS)

« Waterproof, Compact, heavy-duty protected casing
« Battery life indicator

« Help feature

Specifications

H199111 - HI99151 - HI99162 - HI99163
HI99164 - HI99165 - HI99181 - HI99192

pH Range | -2.00t016.00pH

Temp Range -5.01t0105.0°C

HI3131B- HI3230B - HI4430B
pH and ORP Electrades

/! 1
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Specifications HI3131B HI3230B Hid44308B
Description refillable combination | gel-filled, combination | gel-filled, combination

ORP electrode ORP electrode

wi platinum contact

ORPelectrode w/ gold
contact

laboratory general use, oxidants, ozona

ORP titrations

municipal water,
quality control

HI1043 -HI1053 - HI1083 - HI1093B - HI1131 - HI1151B - HI1135B - HI1143B

Combination pH Electrodes

¢t 1 1

[
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Specifications | HI1043 HI1053 HI1083 HI1093B HI1131 HI1151B HI1135B HI1143B
refillable, refillable, combination pH combination pH refillable, refillable, refillable, refillable,
combination combination electrodew/micro | electrodew/ combination combination combination pH combination

Description pH electrode w/ pH electrode w/ bulb for small extended length and | pH electrode pH electrode electrode w/ side pH electrode
double junction conical tip samples micro bulb arm construction

and fast flow rate

Reference double, Ag/AgCl double, Ag/AgCl single, Ag/AgCl single, Ag/AqCl double, Ag/AgCl double, Ag/AgCl double, Ag/AgCl double, Ag/AgCl

Junction ceramic, single/ ceramic, triple open open ceramic, single ceramic, single ceramic, double ceramic, single

Electrelyte KC13.5M KCI3.5M viscolene viscolene KLl 3.5M = KCI3.5M =

Range pH: 0 to 14 pH: 0 to 12 pH:0 to 13 pH: 0 tol13 pH: 0t 13 pH: D to 13 pH: 0to 14 pH: 0t 13

Temp. 0 to 100°C -5 to 100°C 0 to 50°C 0 to 50°C Oto 100°C 0tol100°C 0 to 100°C Oto 100°C

Tip /Shape spheric {dia: 9.5 mm] conic {12x 12 mm) spharic (dia: 3mm) | spheric({dia: 3Imm) |spheric{dia:9.5mm) | spheric (dia: 8.5 mm) | spheric {dia: 9.5 mm) | spheric (dia: 9.5 mm)
hydrocarbons, fats and creams, soil | biotechnology, NMR tubes laboratory general non-agueous continuous non-agueonus
paints, solvents, sea samples, potable samples< 100 pL purpose, beer titration maonitoring titration

Roecommendead | water, strong acids water, semi-solid with remote filling

Use and bases, high products, low
conductivity conductivity
samples, tris buffer solutions, emulsions




pH Portable Meters & Electrode
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HI1230-HI1144B - HI1330
Combination Electrodes

/ 4

-HI1343B - HI2031B - HI1332 - HI1413B

4 4

Specifications HI1230 HI1144B HI1330 HI1343B HI2031B HI1332 HI1413B
combination pH refillable, refillable, combination pH refillable, conical tip pHelectrode pH electrode
Description electrode combination pH combination pH electrode combination
electrode electrode pHelectrode
with calomel
references
Reference double, Ag/AgCl single, Hg/Hg, 0, single, Ag/AgCl single, Hg/HgeCl2 single, Ag/AgCl double, Ag/AgCl single, Ag/AgCl
Junction ceramic, single ceramic ceramic, single ceramic, single ceramic, single ceramic, single open
Electrolyte gel KCl3.5M KC13.5M + AgCl KC13.5M KCI3.5M + AgCl KOl 3.5M viscolene
Range pH:Dto 12 pH: Oto 14 pH:0to 12 pH:0to 14 pH:0tol2 pH:0to13 pH:Oto 12
Temp. -5to70°C 0to 60°C -5to70°C 0toB0°C -5t070°C 0to 70°C Oto 50°C
Tip /Shape spheric (dia: 7.5 mm) spheric (dia: 9.5 mm) spheric (dia: 5 mm) spheric (dia: 7.5 mm) conic(6x 10 mm) spheric(dia: 7.5 mm) flat
Recommended field applications tris buffer specific forvials and specific for Tris dairy and semi-solid chemicals, field surface, skin,
Usa testtubes buffer products applications. quality leather. paper.
control emulsions
FC100B ' FC200 - FC210B - FC220B - FC230B - FC240B - HI1048
Combination Electrodes
s
":.51' ﬁ‘ & S 2
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Specifications FC100B FC200 FC210B FC220B FC230B FC240B Hi11048
pH electrode pH electrode pH electrode pH electrode combination pH combination pH pH electrode with
Dascription electrode electrode CPS™ (Clogging
with PVDF outer with stainless steel Prevention System)
body sheath
Reference double, Ag/AgCl single, Ag/AgCl double, Ag/AgCl single, Ag/AgCl single, Ag/AqCl single, Ag/AqC| double, Ag/AgCl
Junctien ceramic, single open open ceramic, triple open open open, CPSTM
Electrolyte KCI 3.5M viscolene viscolene KCI2.5M + AgCl viscolene viscolene KCl3.5M
Range pH:0to 13 pH:0to 12 pH:Oto 12 pH:0to 12 pH:Oto 12 pH:0tol3 pH:0to 12
Temp. 0to 80°C 0 to 50°C 0 to 50°C -5to70°C 0 to 50°C 0 to 50°C 0toB80°C
Tip /Shape spheric (dia: 7.5 mm) conic (B x 10 mm) conic(lex 12 mm) spheric {dia: 9.5 mm) conic(Bx 10 mm) conic (3% 5 mm) dome (dia: 8 mm}
Roacommended milk milk, yogurt, dairy yogurt, creams creams, fruit juices, meat, semi frozen dairy products, wine, must
Use products, sauces products cheese quality

semi-solid foods

control




ISE Elect

HI4102 - HI4109 - H14104 - HI4107 -

ISE Electrodes

H14008 - HI4108 - HI4113
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E E E b
Parameter Ammonia Cyanide Calcium Chloride Cupric Cupric Nitrate
HI4101 HI4109 Hi4104 HI14107 Hi4008 Hi4108 H14113
Type gas-sensing: solid state; polymermembrane; | solidstate solid state; solid state; polymer membrane;
combination combination combination combination half-cell combination combination
Measurement | 1M to 1¢10-5M 0.01Mtole10-°M 1IMto 310-°M 1M to 510-°M 0.1M to 1#10-°M 0.1M to 1#10-M 1.0M to 1#10-5M
Range 17000 to 0.02mg/L | 260 to0.02 mg/L 40080 to 0.12mg/L | 35500 to 1.8 mg/L 6355 to 0.06 mg/L 6355 to 0.06 mg/L 6200to 0.62 mo/L
(ppm) 14000 to (ppm) (ppm) (ppm) (ppm) (ppm) (ppm) 140010 0.4
0.016 mg/LasN mg/L [ppm)as N
;Er:;i:rature 0to 40°C Oto80°C O to 40°C OtoB0°C OtoBO°C OtoBO°C 0to 40°C

HI4110 - HI4007 - HI4013 - HI4115 - HI4111 - HI4112 - HI4114
ISE Electrodes

R Ea )

Parameter Fluoride Chloride Nitrate Silver/Sulfide lodide Lead/Sulfate Potassium

HI4110 Hi4007 HI4013 H14115 Hi4111 Hl4112 Hi4114
Type solid state; solid state; polymer membrane; solid state; solid state; solid-state; polymer membrane;

combination half-cell half cell combination combination combination combination
Measurement | 1M to 110-5M IM to 5¢10-°M 1.0M to 1#10-5M Ag+1.0Mto1#10-5M 1M to 1#10-'M 0.1M to 1210-5M 1.0M to 1#10-5M
Range Sat. to 0.02 mg/L 35500 to 1.8 mg/L G200 to 0.62 mg/L 107900 to0.11ppm 127000 to 0.01 mg/L | 20700 to0.21mg/L 39100 to 0.039 mg/L

{(ppm) (ppm) (ppm) 140010 0.4 52-10Mtole10-7M | (ppm) (ppm) (ppm)

mg/L (ppm)as N 32100 to 0.003 ppm

Temperature | g+, p0°C Oto BO°C 0 to 40°C 0 to 80°C OtoBOPC 0toB0O°C 0 to 40°C

Range




WE DESIGN, MANUFACTURE, SUPPLY AND
SUPPORT ALL OF OUR PRODUCTS.

THAT'S 360° VALUE

HANNA is the largest family-owned manufacturer of analytical instrumentation

in the world. For over 30 years, HANNA has never failed to design fresh and
innovative products, Each of our products are manufactured in our European
state-of-the-art /SO 9001:2000 produiction facility.

When you buy a HANNA product, you're not only buying the best value for your
money, but you're also receiving the benefit of HANNA's unsurpassed customer
service and post-sale technical support.

To place an order or receive technical
assistance please contactus

ForSales Enquiry . sales@hannainstin
ForService Support :  tech@hannainstin
ForPlacing Order : orders@hannainst.in
For General Query : india@hannainst.com

For Application Support : application@hannainst.in

Calluson . 1912227746554 /55/56
07045792167/ 68/65

Corporate Office:

Hanna Equipments India Pvi Ltd

3,4,5,6. First floor. Aum Sai Building. Plot No 23C,

Sector-7. Kharghar, Navi Mumbai, Maharashtra - 410210.

Phone :022-2774-6553 /54 /55 /56 Mobile: 07045792167 / 68/ 69
web ::www.hannainstin Email: sales@hannainstin

Chennai Office:

Hanna Equipments India Pvt.Ltd

Office No.4. First Floor. Nehru Nagar. Kottivakkam.

IT Express Highway. OMR. Chennai - 600041

Mobile: 09364644334 / 09364644335 / 07305223680

Delhi Office:

Hanna Equipments India Pvt.Lid
Office No 10089, 10th Floor. Root Tower. PlotNo 7,
District Centre, Laxmi Nagar, Delhi - 92

Mobile: 09312113100 / 09313812223

Service Support

After you have made your investment, you should never feel
uncertain about the support or technical service you will receive.
Hanna develops relationships with it's customers based on quality
products with personal service and support.
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