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About Us

Milestones & Vision

Agriculture Pipes and Fittings

SWR Pipes and Fittings

PVC Garden Pipes

PVC Column Pipes

PVC SN 8 Pipes

Water Tanks

Terms and Conditions

. All Prices are Ex-Factory | GST Applicable at Actual | Freight at Actual
. The Company reserves all right to change the prices without any prior information
. Material will be supplied in standard packages as per company standard
and is subject to change without prior notice
. All disputes are subject to Ludhiana Jurisdiction
. DURABLE ASSURANCE : Avail all the warranty benefits by only using
Durable Pipes with Durable Fittings and Solvent cement.




5 DURABLE’

The Orient Tanks Group was originated in the year 1998 with the only aim of
providing the utmost quality products to the customers. The group itself has had a
humble beginning, starting from delivering their products in small villages through
local rickshaw walas to supplying their products to various states such as Punjab,
Himachal, Haryana, Chandigarh, Jammu & Kashmir and Rajasthan. Presently, our
product portfolio includes Plastic Water Tanks, Agricultural Spray Tanks and Garden
Pipes. As dealing in various PVC products for several years and gaining the
immense knowledge of PVC industry in and out, we are here with you, proudly
launching our brand-new venture named ‘Durable Pipes and Fittings’.

COMPANY
OVERVIEW /
THINGS WORK ‘

We as an organization have a confidence in providing our best products made with the
latest technology to millions of households and agriculturalists also while contributing
towards India’s New Development Plans. At Durable Pipes & Fittings, we believe that
serving customers in India is not just about selling products to the vendors or to the
customers but instead it’s about understanding their needs and their concerns and
that’'s what makes a company more successful.

VALUES

"Our work will be guided and informed by our beliefs and commitments to:

y @, 22a

QUALITY ASSURED PARTICIPATION INCLUSIVENESS OPENESS




MISSION

The Durable Group aims to be world class Pipe & Fittings manufacturing organization for entire
Indian Market . We seek to achieve customer satisfaction by exceeding their expectations in
quality , delivery, and cost through continuous improvement and customer interaction.

VISION

“To become the most
Competitive and

Benchmarking

Company in India

. & delivering superior

. . returns to all our

stakeholders.”




uPVC PRESSURE PIPING SYSTEM
FOR AGRICULTURE & WATER SUPPLY

o—o HIGH FLOW CHARACTERISTICS
o—o LIGHT WEIGHT MAKES EASY HANDLING

|§ o o—o SUITABLE FOR POTABLE WATER SUPPLY

SALIENT
S COST SAVER AND POWER SAVER

SE— SMOOTH INTERNAL SURFACE
100% LEAK PROOF JOINT

FEATURES




uPVC PRESSURE PIPING SYSTEM FOR AGRICULTURE & WATER SUPPLY

AS PER ISI 4985:2000

IS 4985:2000

S

PIPES 6 MTR.
CM/L-9700141919
2.5KG PRESSURE (CLASS 1) 4KG PRESSURE (CLASS 2)

3 90 AP25090 2 63 AP40063
4 110 AP25110 2% 75 AP40075
4% 125 AP25125 3 90 AP40090
5 140 AP25140 4 110 AP40110
6 160 AP25160 4% 125 AP40125
7 180 AP25180 5 140 AP40140
8 200 AP25200 6 160 AP40160
9 225 AP25225 7 180 AP40180
10 250 AP25250 8 200 AP40200
11 280 AP25280 9 225 AP40225
12 315 AP25315 10 250 AP40250
11 280 AP40280

12 315 AP40315

6KG PRESSURE (CLASS 3) 10KG PRESSURE (CLASS 5)

1% AP60040 AP100020
1% AP60050 % AP100025
2 63 AP60063 1 32 AP100032
2% 75 AP60075 1% 40 AP100040
3 90 AP60090 1% 50 AP100050
4 110 AP60110 2 63 AP100063
4% 125 AP60125 2% 75 AP100075
5 140 AP60140 3 90 AP100090
6 160 AP60160 4 110 AP100110
7 180 AP60180 4% 125 AP100125
8 200 AP60200 5 140 AP100140
9 225 AP60225 6 160 AP100160
10 250 AP60250 7 180 AP100180
11 280 AP60280 8 200 AP100200
12 315 AP60315 9 225 AP100225
10 250 AP100250
11 280 AP100280
12 315 AP100315

Durable Assurance : Avail all the warranty benefits by only using Durable Pipes with Durable Fittings and Solvent cement.



uPVC PIPE FITTINGS FOR AGRICULTURE AND WATER SUPPLY

AS PER ISI 7834-1987

IS 7834:1987

2
TEE (10KGF/CM")
s SIZE INCH SIZE MM ITEM CODE STD. PKG.
% 25 APF1501025 340
1 32 APF1501032 180
2
TEE (6KGF/CM°)
SIZE INCH SIZE MM ITEM CODE STD. PKG.
1% 40 APF1101040 220
1% 50 APF1101050 125
2 63 APF1101063 65
2% 75 APF1101075 40
3 90 APF1101090 45
4 110 | APF1101110 20
5 140 | APF1101140 14
6 160 | APF1101160 8
2
REDUCER TEE (6KGF/CM")
3x2 90x63 | APFRT09063
3x2% 90x75 | APFRT09075
4x2 110x63 | APFRT11063 25
4x2% 110x75 | APFRT11075 25
4x3 110x90 | APFRT11090 26
5x4 140x110 |APFRT140110 15
6x4 160x110 |APFRT160110 9
65 160x140 | APFRT160140 8
REDUCER ELBOW (PLUS)
90x63 | APFRE09063 -
3x2% 90x75 | APFRE09075 80
4x2 110x63 | APFRE11063 -
4x3 110x90 | APFRE11090 45
2
COUPLER (10KGF/CM")
SIZEINCH |  SIZE MM ITEM CODE STD. PKG.
% 25 APF1504025 500
1 32 APF1504032 425
2
COUPLER (6KGF/CM")
SIZEINCH |  SIZE MM ITEM CODE STD. PKG.
1% 40 APF1104040 316
1% 50 APF1104050 165
2 63 APF1104063 95

=)

2
ELBOW (10KGF/CM’) CM/L-9700142012
SIZEINCH | SIZEMM | ITEMCODE | STD.PKG.
% 25 APF1502025 -
1 32 APF1502032 280
2
ELBOW (6KGF/CM")
SIZEINCH | SIZEMM |  ITEM CODE STD. PKG.
1% 40 APE1102040 300
1% 50 APF1102050 200
2 63 APF1102063 100
2% 75 APF1102075 60
3 90 APF1102090 60
4 110 | APF1102110 36
5 140 | APF1102140 18
6 160 | APF1102160 12
2
END CAP (10KGF/CM")
SIZEINGH | SIZEMM | ITEM CODE STD. PKG.
. % 25 APF1503025 -
: 1 32 APF1503032 500
2
END CAP (6KGF/CM")
1% APF1103040 450
, 1% APF1103050 250
2 63 APF1103063 150
3 90 APF1103090 130
4 110 | APF1103110 80
4% 125 | APF1103125 50
- 6 160 | APF1103160 26
9 225 | APF1103225 15

REDUCING COUPLER (6KGF/CIV’)

1x% 32x25 APF11053225
1x1 40x32 APF11054032 474
1V%x% 40x25 APF11054025 474
1%x1% 50x40 APF11055040 270
1%x1 50x32 APF11055032 270
1%x% 50x25 APF11055025 270
2x1% 63x50 APF11056350 150
2x1% 63x40 APF11056340 150

Durable Assurance : Avail all the warranty benefits by only using Durable Pipes with Durable Fittings and Solvent cement.



uPVC PIPE FITTINGS FOR AGRICULTURE AND WATER SUPPLY
IS 7834:1987

51

SOLVENT CEMENT SOLVENT CEMENT CM/L-9700142012

ITEM CODE STD. PKG. - ITEM CODE STD. PKG.
50 TIN APF1106050 100 Bottle | APF1107100 240
100 TIN APF1106100 144 =3 250 Bottle | APF1107250 96
250 TIN APF1106250 96 ﬁ 500 Bottle | APF1107500 48
500 TIN APF1106500 48 1000 Bottle | APF11071000 24
1000 TIN APF11061000 24 5000 Bottle | APF11075000 6
e e r————r™ mmmm
2 63 APF2101063 85 2 APF2102063 120
2% 75 APF2101075 96 2% 75 APF2102075
3 90 APF2101090 66 ), 3 90 APF2102090 80
4 110 APF2101110 30 4 110 APF2102110 45
6 160 APF2101160 = 6 160 APF2102160 =

PLUS SERIES

TEE ELBOW
SIZE INCH SIZE MM ITEM CODE STD. PKG. SIZE INCH SIZE MM ITEM CODE STD. PKG.
2 63 APF3101063 70 2 63 APF3102063 105
y 2% 75 APF3101075 80 2% 75 APF3102075 75
—— 3 90 APF3101090 45 — 3 90 APF3102090 70
[ 4 110 APF3101110 30 4 110 APF3102110 40
6 160 APF3101160 > 6 160 APF3102160 =

&
[

AGRI PIPES FITTINGS



SOIL WASTE & RAIN DRAINAGE SYSTEM
SWR PIPES (RING FIT & SOL FIT)

SUPERIOR QUALITY STANDARDS AND
WIDE RANGE
LIGHT IN WEIGHT,THUS
U REDUCING TRANSPORTATION
. QUICK AND PRODUCTIVE REMOVAL
: @ OF WASTE WITHOUT LEAKAGES

SALIENT [ 0 Sl

@ EXTRA STRONGER AND
LONGER LASTING
FOR DOMESTIC AND COMMERICIAL
PURPOSES




SOIL WASTE & RAIN DRAINAGE SYSTEM

SWR PIPES - RING FIT

SWR RINGFIT TYPE-A (SINGLE SOCKET) (3 mtr)

E

|
|

SWR RINGFIT TYPE-A (SINGLE SOCKET) (3.6 Mtr.)

S—"

SWR RINGFIT TYPE-A (SINGLE SOCKET) (1.2 Mtr.)

3

|
|

S—"

2%
3
4
6

75
90
110
160

75
90
110
160

SRFA511101
SRFA511102
SRFA511103
SRFA511104

SRFA511301
SRFA511302
SRFA511303
SRFA511304

SWR RINGFIT TYPE-A (SINGLE SOCKET) (6 Mtr.)

2% 75 SRFA511501
3 90 SRFA511502
4 110 SRFA511503
6 160 SRFA511504

2%
3
4
6

75

90
110
160

75

90
110
160

SRFA511701
SRFA511702
SRFA511703
SRFA511704

SWR RINGFIT TYPE-A (SINGLE SOCKET) (1.8 Mtr.)

SRFA511901
SRFA511902
SRFA511903
SRFA511904

IS 13592:2013

Sr

CM/L-9700141818

SWR RINGFIT TYPE-A (DOUBLE SOCKET) (3 mtr.)

3

|
|

75
90
110
160

SRFA511201
SRFA511202
SRFA511203
SRFA511204

SWR RINGFIT TYPE-A (DOUBLE SOCKET) (3.6 Mtr.)

N—"

2%
3
4
6

75
90
110
160

SRFA511401
SRFA511402
SRFA511403
SRFA511404

SWR RINGFIT TYPE-A (DOUBLE SOCKET) (6 Mtr.)

2% 75 SRFA511601
3 90 SRFA511602
4 110 SRFA511603
6 160 SRFA511604

SWR RINGFIT TYPE-A (DOUBLE SOCKET) (1.2 mtr.)

3

|
|

N—"

2%
3
4
6

75

90
110
160

75

90
110
160

SRFA511801
SRFA511802
SRFA511803
SRFA511804

SWR RINGFIT TYPE-A (DOUBLE SOCKET) (1.8 mtr.)

SRFA512001
SRFA512002
SRFA512003
SRFA512004

Durable Assurance : Avail all the warranty benefits by only using Durable Pipes with Durable Fittings and Solvent cement.
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SOIL WASTE & RAIN DRAINAGE SYSTEM
SWR PIPES - RING FIT

SWR RINGFIT TYPE-B (SINGLE SOCKET) (3 mtr.)

E

|
|

S—"

3
4
6

3
4
6

75
90
110
160

75
90
110
160

SRFA512101
SRFA512102
SRFA512103
SRFA512104

SWR RINGFIT TYPE-B (SINGLE SOCKET) (3.6 Mtr.)

2%

SRFA512301
SRFA512302
SRFA512303
SRFA512304

SWR RINGFIT TYPE-B (SINGLE SOCKET) (6 Mtr.)

110
160

SRFA512501
SRFA512502
SRFA512503
SRFA512404

SWR RINGFIT TYPE-B (SINGLE SOCKET) (1.2 mtr)

]
- mlll

2%

o~ Ww

4
6

75
90
110
160

110
160

SRFA512701
SRFA512702
SRFA512703
SRFA512704

SWR RINGFIT TYPE-B (SINGLE SOCKET) (1.8 Mtr.)

1/z

SRFA512901
SRFA512902
SRFA512903
SRFA512904

IS 13592:2013

Sr

CM/L-9700141818

SWR RINGFIT TYPE-B (DOUBLE SOCKET) (3 mtr.)

B
B

S—"

2%

2%

D~ W

75
90
110
160

75
90
110
160

SRFA512201
SRFA512202
SRFA512203
SRFA512204

SWR RINGFIT TYPE-B (DOUBLE SOCKET) (3.6 Mtr.)

SRFA512401
SRFA512402
SRFA512403
SRFA512404

SWR RINGFIT TYPE-B (DOUBLE SOCKET) (6 Mtr.)

3
4
6

110
160

SRFA512601
SRFA512602
SRFA512603
SRFA512604

SWR RINGFIT TYPE-B (DOUBLE SOCKET) (1.2 mtr.)

]
- mlll

2%

() IE ~ OV ]

4
6

= |

75 SRFA512801
90 SRFA512802
110 SRFA512803
160 SRFA512804

110
160

SWB RINGFIT TYPE-B (DOUBLE SOCKET) (1.8 Mtr.)

1/z

SRFA513001
SRFA513002
SRFA513003
SRFA513004

Durable Assurance : Avail all the warranty benefits by only using Durable Pipes with Durable Fittings and Solvent cement.



SOIL WASTE & RAIN DRAINAGE SYSTEM 5147351999

SWR FITTINGS - RING FIT ST
COUPLER / SOCKET BEND 45*
SIZE INCH SIZE MM ITEM CODE STD. PKG. SIZE MM ITEM CODE STD. PKG.
A 2»n 75 SPF7101075 100 g<§;;// 2% 75 SPF7102075 70
1] 3 90 SPF7101090 100 3 90 SPF7102090 48
o 4 110 SPF7101110 60 4 110 SPF7102110 48
new 3 160 SPF7101160 -

SIZE MM ‘ ITEM CODE ‘ STD. PKG. N SIZE MM ITEM CODE STD. PKG.
SPF7103075

); SPF7104075
e o SPF7103090 3 90 SPF7104090 50
SPF7103110 4 110 SPF7104110 30

SPF7103160 160 SPF7104160 -

SIZE MM ITEM CODE STD. PKG. , SIZE MM ITEM CODE STD. PKG.

SPF7105075
3 90 SPF7105090 36 %’ #
4 110 SPF7105110 22

160 SPF7105160 -

SPF7106075

3 90 SPF7106090 30

4 110 SPF7106110 20
160 SPF7106160 -

SIZE MM ‘ ITEM CODE ‘ STD. PKG. ITEM CODE STD. PKG.

75

SPF7107075 75

SPF7108075

< 90 SPF7107090 32 SPF7108090 30

110 SPF7107110 20 110 SPF7108110 16

160 SPF7107160 - 160 SPF7108160 -

160x110 | SPF7113160 = 160x110 | SPF7114160 =

110 SPF7109110 30 E 4x2% 110x75 SPF7110075 60

160 SPF7109160 - 4x3 110x90 SPF7110090 72

)13 6x4 160x110 | SPF7110110 -

— ENEIEEN

4x2% 110x75 SPF7111075 A ‘ 4x2% 110x75 | SPF7112075 20

| ¥ 4x3 110x90 SPF7111090 22 ﬁf 4x3 110x90 | SPF7112090 20
6x4 160x110 | SPF7111110 - 6x4 160x110 | SPF7112110 -
*Launching Soon

SWR FITTINGS - RING FIT



SWR SOLFIT TYPE-A (SINGLE SOCKET) (3 Mmtr.)

L1

2%
3

4
5
6

75
90
110
140
160

SSFA611101
SSFA611102
SSFA611103
SSFA611104
SSFA611105

SWR SOLFIT TYPE-A (SINGLE SOCKET)(3.6Mtr.)

l

Li

75
90
110
140
160

75
90
110
140
160

- LR

SSFA611301
SSFA611302
SSFA611303
SSFA611304
SSFA611305

SWR SOLFIT TYPE-A (SINGLE SOCKET) (6 Mtr.)

SSFA611501
SSFA611502
SSFA611503
SSFA611504
SSFA611505

SWR SOLFIT TYPE-A (SINGLE SOCKET) (1.2 Mtr)

L1

l

75
90
110
140
160

75
90
110
140
160

SSFA611701
SSFA611702
SSFA611703
SSFA611704
SSFA611705

SWR SOLFIT TYPE-A (SINGLE SOCKET) (1.8 Mtr)

R == == ==

SSFA611901
SSFA611902
SSFA611903
SSFA611904
SSFA611905

SOIL WASTE & RAIN DRAINAGE SYSTEM
SWR PIPES - SOL FIT

IS 13592:2013

ST

CM/L-9700141818

SWR SOLFIT TYPE-A (DOUBLE SOCKET) (3 Mtr.)

L1

2%
3

4
5
6

75
90
110
140
160

SSFA611201
SSFA611202
SSFA611203
SSFA611204
SSFA611205

SWR SOLFIT TYPE-A (DOUBLE SOCKET) (3.6 Mtr.)

l

Li

75
90
110
140
160

75
90
110
140
160

SSFA611401
SSFA611402
SSFA611403
SSFA611404
SSFA611405

SWR SOLFIT TYPE-A (DOUBLE SOCKET) (6 Mtr.)

SSFA611601
SSFA611602
SSFA611603
SSFA611604
SSFA611605

SWR SOLFIT TYPE-A (DOUBLE SOCKET) (1.2 Mtr.)

L1

75
90
110
140
160

75
90
110
140
160

SSFA611801
SSFA611802
SSFA611803
SSFA611804
SSFA611805

SWR SOLFIT TYPE-A (DOUBLE SOCKET) (1.8 Mtr.)

== == =T

SSFA612001
SSFA612002
SSFA612003
SSFA612004
SSFA612005

Durable Assurance : Avail all the warranty benefits by only using Durable Pipes with Durable Fittings and Solvent cement.



SOIL WASTE & RAIN DRAINAGE SYSTEM

SWR PIPES - SOL FIT

SWR SOLFIT TYPE-B (SINGLE SOCKET) (3 Mtr.)

L1

2%
3

4
5
6

75
90
110
140
160

SSFA612101
SSFA612102
SSFA612103
SSFA612104
SSFA612105

SWR SOLFIT TYPE-B (SINGLE SOCKET) (3.6 Mtr.)

l

Li

75
90
110
140
160

75
90
110
140
160

N I ===

SSFA612301
SSFA612302
SSFA612303
SSFA612304
SSFA612305

SWR SOLFIT TYPE-B (SINGLE SOCKET) (6 Mir.)

= == ==

SSFA612501
SSFA612502
SSFA612503
SSFA612504
SSFA612505

SWR SOLFIT TYPE-B (SINGLE SOCKET) (1.2 Mtr)

L1

75
90
110
140
160

SSFA612701
SSFA612702
SSFA612703
SSFA612704
SSFA612705

SWR SOLFIT TYPE-B (SINGLE SOCKET) (1.8 Mtr.)

= == ===

75 SSFA612901
90 SSFA612902
110 SSFA612903
140 SSFA612904
160 SSFA612905

IS 13592:2013

Sr

CM/L-9700141818

SWR SOLFIT TYPE-B (DOUBLE SOCKET) (3 Mtr.)

L1

75
90
110
140
160

SSFA612201
SSFA612202
SSFA612203
SSFA612204
SSFA612205

SWR SOLFIT TYPE-B (DOUBLE SOCKET) (3.6 Mtr.)

- EEE LT

l

2%

o bW

75
90
110
140
160

SSFA612401
SSFA612402
SSFA612403
SSFA612404
SSFA612405

SWR SOLFIT TYPE-B (DOUBLE SOCKET) (6 Mtr.)

- BV

Li

75
90
110
140
160

SSFA612601
SSFA612602
SSFA612603
SSFA612604
SSFA612605

SWR SOLFIT TYPE-B (DOUBLE SOCKET) (1.2 Mt

L1

75
90
110
140
160

SSFA612801
SSFA612802
SSFA612803
SSFA612804
SSFA612805

SWR SOLFIT TYPE-B (DOUBLE SOCKET) (1.8 Mtr.)

= == ===

75
90
110
140
160

SSFA613001
SSFA613002
SSFA613003
SSFA613004
SSFA613005

SWR DRAINAGE SYSTEM



SOIL WASTE & RAIN DRAINAGE SYSTEM 'S 14735:1999
SWR FITTINGS - SOL FIT ST

SWR FITTINGS - ISI 14735'1 999 (SOL FIT) CM/L-9700142214
COUPLER / SOCKET BEND 45*
- 2% 75 SPF8101075 120 / 2% 75 SPF8102075 70
B 3 90 SPF8101090 115 3 90 SPF8102090 60
4 110 SPF8101110 60 4 110 SPF8102110 50
6 160 SPF8101160 -
BEND 87.5° DOOR BEND 87.5°
1/z SPF8103075 75 SPF8104075 50
SPF8103090 90 SPF8104090 50
110 SPF8103110 36 110 SPF8104110 30
SPF8103160 - 160 SPF8104160 -

SINGLE TEE
SIZEINCH | SIZEMM | MEMCODE | STD.PKG. mmm
P ' 2% 75 SPF8105075 | 40 75 | SPF8106075 30
3 90 SPF8105090 | 39 90 | SPF8106090 30
4 110 | SPF8105110 | 26 110 | SPF8106110 20
New )3 160 | SPF8105160 - 160 | SPF8106160 -
SINGLE Y SINGLE Y WITH DOOR
— 2% SPF8107075 75 | SPF8108075 28
3 9 SPF8107090 90 | SPF8108090 30
4 110 | SPF8107110 20 110 | SPF8108110 20
6 160 | SPF8107160 - 160 | SPF8108160 -
x4 160x110 | SPF8113160 - 160x110 | SPF8114160 -
CLEANING PIPE REDUCING COUPLER
110 | SPF9108110 } 4x2% | 110x75 | SPF8110075 75
160 | SPF9108160 - 4x3 110x90 | SPF8110090 | 100
bx4 160x110 | SPF8110110 -
REDUCING TEE REDUCING TEE WITH DOOR
SIZEINCH | SIZEMM | MEMCODE | STD.PKG. EM CODE |  STD. PKG.
2 ' ax2% 110x75 | SPF8111075 | 26 4x2% | 110x75 | SPF8112075 20
ax3 110x90 | SPF8111090 | 26 C I 110x90 | SPF8112090 20
T 6xa 160x110 | SPF8111110 - T 6x4 | 160x110 | SPF8112110 :

*Launching Soo

Durable Assurance : Avail all the warranty benefits by only using Durable Pipes with Durable Fittings and Solvent cement.



SWR FITTINGS S 14735:1999
SWR FITTINGS AS PER - ISI 14735-1999 H
CM/L-9700142214
DOOR CAP VENT COWL
— = 75 DPF9101075 580 'Ls; ‘ '\\ 63 DPF9102063 =
i 3 90 DPF9101090 400 ot J 75 DPF9102075 430
4 110 DPF9101110 270 3 90 DPF9102090 260
4 110 DPF9102110 160

SIZE INCH SIZE MM ITEM CODE STD. PKG. —_— SIZE MM ITEM CODE STD. PKG.
DPF9103110

110x110

110x63

DPF9104063

110x125 | DPF9103125 110x75 DPF9104075 60
110x90 DPF9104090 50
110x110 | DPF9104110 40

110x110 | DPF9105110

110x110 | DPF9106110 15

4x4% | 110x125 | DPF9105125 10 4x4% | 110x125 |DPF9106125 15
OFFSET BEND (SOL FIT) OFFSET BEND (RING FIT)
N 75 DPF9107075 35 N 75 DPF9108075 35
3 90 DPF9107090 30 [ l 3 90 DPF9108090 24
4 110 | DPF9107110 25 4 110 DPF9108110 24
SOLVENT CEMENT (HSN CODE - 3506) YELLOW SEAL (RING)
WT. (ML) PACK ITEM CODE STD. PKG. SIZEINCH |  SIZE MM memcope | PRICE (Rs)
50 TIN APF1106050 240 2% 75 DPF9109075 10
100 TIN APF1106100 144 3 90 DPF9109090 12
250 TIN APF1106250 96 4 110 DPF9109110 14
500 TIN. | APF1106500 48 6 160 DPF9109160 36
1000 TIN  |APF11061000 24
*Launching Soon

SWR FITTINGS - SOL FIT



DURABLE’

WHY YOU CHOOSE
RING FIT?

COST EFFECTIVE

4

100% LEAK PROOF
)

HIGH FLOW RATES
NO CHOKING

INSTALLATION GUIDE
RING FIT

Easy and 100% leakproof installation.

STEP 1: Cutting

Measure and cut pipe to size. Ensure to cut the pipes straight
and square. Inspect pipe ends thoroughly before making the
cut, if any cracks or split in the ring is noticed cutoff a minimum
of 25mm beyond the visible crack before proceeding

STEP 2: Chamfering and Deburring

Burrs in and on pipe end can obstruct flow/proper contact
between the pipe and socket of the fitting during assembly
and should be remo nd file/a pen knife or a deburring tool
are suitable for this purpose. A slight bevel on the end of the
pipe will ease entry of the pipe into the socket of the fitting
socket.

STEP 3: Fitting Preparation

Use a clean dry cloth to wipe the dirt, moisture from the fitting
and pipe end.

STEP 4: Check for Yellow Seal™

Check the socket end for Yellow Seal™. Ensure that the yellow
part of the seal is towards the outside of socket.

STEP 5: Lubricant
Apply the lubricant on the chamfered end of the pipe.

STEP 6: Assembly

Immediately insert the pipe into the fitting socket. Rotate
the pipe slightly while inserting. Withdraw pipe until the
mark is 12 mm away from socket. This means a 12 mm
gap exists between the end of the pipe and the socket
register. This gap will allow the pipe to expand without
distorting the pipe-work jointing.

DURABLE RINGFIT Pipes and Fittings are joined with the help of DURABLE

SWR Lubricant. For faster plumbing and leak proof joints we strongly
recommend the use of DURABLE lubricants only.

WHY YOU CHOOSE
SOLFIT?

TOUGH AND RELIABLE

CORROSION RESISTANCE

SMOOTH INTERIOR

INSTALLATION GUIDE
SOL FIT

Easy and 100% leakproof installation.

STEP 1: Cutting

Measure the pipe length accurately and make a visible marking
using a felt tip pen. Ensure that the pipe and fittings are size
compatible. You can easily cut with a plywood cutting saw/ ratchet
cutter or a wheel cutter. Cutting the pipe as squarely as possible
(at 90°) provides optimal bonding area within a joint.Inspect pipe
ends thoroughly prior to making a joint.If a crack or splintering i's
noticed cut-off a minimum of 25 mm beyond the visible crack
before proceeding

STEP 2: Deburring/Beveling

Burrs in and on pipe end can obstruct flow/proper contact
between the pipe and socket of the fitting during assembly
and should be remo nd file/a pen knife or a deburring tool
are suitable for this purpose. A slight bevel on the end of the
pipe will ease entry of the pipe into the socket of the fitting
socket.

STEP 3: Fitting Preparation

Using a clean dry rag, wipe the dirt and moisture from the fitting
sockets and pipe end. Dry fit the pipe to ensure total entry into
the bottom of the fittings socket and make a visible marking using
a felt tip pen.

STEP 4: Solvent Cement Application

Apply an even coat of solvent cement on the pipe and the socket
end of the fitting. Do not use thickened or lumpy solvent cement.
It should have a flow consistency like that of syrup or paint

STEP 5: Assembly

Immediately insert the pipe into the fitting socket, rotate the pipe

Y to ¥ turn while inserting. This motion ensures an even distribution
of cement within the joint. Hold the assembly for 10 seconds to allow
the joint to setup.

DURABLE SOLFIT Pipes and Fittings are joined with the help of DURABLE SWR
Solvent Cement, which is a single step fast setting solvent cement. The bonding

takes place due to chemical fusion of the mating surfaces.




IDURABLE PLUS
GARDEN PIPES

NOURISH GARDENS, SAVE WATER

STRONG & FLEXIBLE COST EFFECTIVE SAFE & EASY TO HANDLE WORKS IN ALL SEASONS

SIZE INCH ITEM CODE PRICE (RS) Per roLL

GPEBOO5 825

GPEBO75 1249
GPEB100 1717
GPEB125 2498
GPEB150 3234

COLOURS AVAILABLE
EGYPTIAN BLUE

@ MILKY WHITE

@ TIFFANY BLUE




JuPVC COLUMN PIPES

& o RIGID IN NATURE WITH LONGER LIFE
o—o 100% LEAK PROOF WITH HIGH FLOW RATE

o
|g o o—o LOW INSTALLATION COST, THUS COST EFFECTIVE

?EAAI'-rIUEA\I E-Ié @ ODOURLESS & HYGIENIC, SO SUITABLE
FOR POTABLE WATER SUPPLY

25% HIGHER DISCHARGE COMPARE
TO G.I PIPES

MINIMUM FRICTIONAL LOSS

®
e
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[
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m




5 DURABLE’

SIZE
IN INCH

V-4-DOMESTIC

V- 4-12.5KG.
V- 4-12.5KG.
V-4-15K.G.
V-4-15K.G.
V- 4-12.5KG.
V- 4-12.5KG.
V-4-15K.G.
V-4-15K.G.

uPVC COLUMN PIPES

TYPE

BELL
COUPLER
BELL
COUPLER
BELL
COUPLER
BELL
COUPLER

ITEM CODE

CPB125033
CPS125033
CPB150033
CPS150033
CPB125042
CPS125042
CPB150042
CPS150042

KG/CM

12.5
12.5
15
15

SIZE INCH

1
1%
1%
2
2%
3
4

STANDARD

SIZE INCH

1
1%
1%
2
2%
3
4

HEAVY

SIZE INCH

1%

1%
2

2%
3
4

SIZE MM

SIZE MM

SIZE MM

TYPE

COUPLER
COUPLER
COUPLER
COUPLER
COUPLER
COUPLER
COUPLER

TYPE

COUPLER
COUPLER
COUPLER
COUPLER
COUPLER
COUPLER
COUPLER

TYPE

COUPLER
COUPLER
COUPLER
COUPLER
COUPLER
COUPLER

ITEM CODE

CPMO033
CPMO042
CPMO048
CPMO060
CPMO75
CPMO088
CPM113

ITEM CODE

CPS033
CPS042
CPS048
CPS060
CPS075
CPS088
CPS113

ITEM CODE

CPHO42
CPHO048
CPHO60
CPHO75
CPHO88
CPH113

KG/CM

KG/CM

30
25
25
20
16
17
15

KG/CM

35
35
27
27
26
26

PACKING

PACKING

PACKING

PACKING

30
25
15
10
7
5

PRICE (Rs.)

280
315
396
447

497
482
570

PRICE (Rs.)
per pcs.

528
630
701

PRICE (Rs.)
ner pcs.

703
742

PRIGE (Rs.)
Der pcs.

977
1064
1736
2439
3280
5148

COLUMN PIPES - BELL TYPE / COUPLER TYPE

PRICE LIST w.e.f. 22 OCTOBER 2021




IS:15328

15T

CM/L-9800055622

USED IN DRAIN & SEWER SYSTEMS IN RESIDENCES, COMMERCIAL COMPLEXES

|\

WIDE RANGE & COMPATIBILITY MAXIMUM FLOW RATE COST EFFECTIVE

CHEMICAL AND CORROSION RESISTANCE AVAILABLE IN RINGFIT & SELFIT

SIZE INCH SIZE MM ITEM CODE

2 63MM SN8P063
2% 75MM SN8P075
90MM SN8P090
110MM SN8P110
125MM SN8P125
160MM SN8P160
200MM SN8P200
250MM SN8P250




1S: 12701

WATER TANKS JST

100 TO 10,000 "
LITRE CAPACITY
l TANKS AVAILABLE

AVAILABLE IN

3 LAYERS ll-MS

5 LAYERS 6 LAYERS

15 8virs

®FOAM o

..... LAVER S
 DURABLE SO THAT WATER
_ STAYSCOOL!

ADVANTAGE ORIENT

UNBREAKABLE

Foon oooooo

......
ooooooo .
GRADE Hlﬁ“
BAERA THREADED
LiD

e g [UV]
COLOURS  e000 ofhitn®  MiVed  LSare
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PIPES & FITTINGS PRIVATE LIMITED

Corp. Office : Works & Registered Office :
Shop No. 11, Lower Ground Floor Sohian Link Road, Village Sohian
Surya Complex, Ghumar Mandi Tehsil Jagraon

Ludhiana - 141001 (Pb.) India Distt. Ludhiana- 142023 (Pb.) India

(. +91 98046 98046 BN info@durablepipes.com @ www.durablepipes.com




